Sanlixin Solenoid Valve

SLP Compact Series 2/2-Way Solenoid Valve

Solenoid Valves Numbering System for Order

@The Professional Solenoid Valves Manufactory

S 1 2 S 4 5 6 7 8 9 10
=
2
[ab]
= Valve | Mode of | Coil Coil Seal Body Pipe Orifice
S Voltage Options
3 Series |Operation| Type |Class Material | Material Size (mm)
o
E6. SLP| 1 | D |F| 02 | N 1 E | 20 [
SLP  [1: Normally|D: DIN FF | 02=AC220v | N: = A=1/8 03=3.0 M=
; Standard | Class 05=5.0
Series | Closed AC230V Forged 1
Connectio NER Brass el adm i 06=6.0 i
ns, Fully 10=10.0 Overide
Encapsulat QAL B=1/4 €9=10.5
ed AC120V G pessessmacssdsastsoed leu: .
03=3.0 =
H:H : C=3/8"
Class Vi ss6 | T | 04=40 | Neonlamp
2: Normally iied 05= AC24V VITON 05=5.0
Open |N-'ea " 06=6.0
Wies, 12= DC12V c=3 10=100 | K=
Water-tight, . D=1/2" C9=105 Mounting
Fully ' 13=130 | Bracket
Encapsulat 18=DC24V | eoom | L) TT )
| E=3@4 | .. 20=200
Contact the o O 26=250
" — | M=ty | 38350 |
E : J=11/2" 40=40.0
xplosion- forOthers | | [ Tkls N thread
proof | k= 9U=500
F= 25=25.0
Flange 35=35.0
S HASS Connection e
||| el
9=Forged 01=1.0
Braaa -
A=1/8" C2=15
. B=1/4" C3=25
5=Stainless 03=2.0
Steel 04=4.0

Note: See the detailed parameters, such as orifice, Fluid Tem, min pressure etc, coil character please refer to page 44.
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SLP compact Series 2/2-Way Direct Acting Solenoid Valve + Normally Closed

@ The Professional Solenoid Valves Manufactory

1: 2-Way normally closed solenoid valve, Closed when de-energized, open when energized.

2: Serialized products, small in size, large flow rate, widely use

3: Body material: forged brass.316 stainless steel.

4: Ambient Temp. 0°C~65°C, Fluids Temp 0°C~130°C

5: Flow as the arrow, mounts in any position; Best position is solenoid vertical and upright direction.

6: \oltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC; Voltage Tolerance: +10% to -10% applicable voltage
7! This series valves are offered NBR., VITON. EPDM etc for Seals and diaphragm to provide on-off control of various fluids.

Normally closed De-energized Energized
Open Closed

» >
Construction, External Dimensions Chart
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Sanlixin Solenoid Valve

SLP cCompact Series 2/2-Way Direct Acting Solenoid Valve - Normally Closed

@The Professional Solenoid Valves Manufactory

Valve Selection List

Model Code
Follows Voltage are 220VAC

i ifferenti 2 Power
Pipe [Orifice| CV/ Operating pressure differential ( kgf/cm®) consumption|
Conn

— Coil

-ection

Water
Hot water
Liquids

Light oil

=

20CST

DC

AC

DC

VA | W

AC | DC

Class

Body material:

Forgeda brass

SS316

13

10

10

80

22 | 13

SLP1DFO2N1A03

SLP1DFO2N3A03

0.37

13

130

22 | 13

SLP1DF02E1A03

SLP1DF02E3A03

13
25

10
25

10

120
80

22 | 13
22 | 13

SLP1DF02V1A03
SLP1DFO2N1AQ5

SLP1DF02V3A03
SLP1DFO2N3AQ5

0.37
0.37
0.36

25

130

22 |1 13

SLP1DF02E1A05

SLP1DF02E3A05

0.36

25

25

120

22 | 13

SLP1DF02V1A05

SLP1DF02V3A05

0.36

2

25

80

22 | 13

SLP1DFO2N1AQ6

SLP1DFO2N3A06

0.36

2

130

22 | 13

SLP1DF02E1A06

SLP1DF02E3A06

0.36

2

25

120

22 | 13

SLP1DF02V1A06

SLP1DF02V3A06

0.36

13

10

80

22 |1 13

SLP1DFO2N1B03

SLP1DF0O2N3B03

0.36

13

130

22 | 13

SLP1DF02E1B03

SLP1DF02E3B03

0.36

13

10

120

22 | 13

SLP1DF02V1B03

SLP1DF02V3B03

0.36

25

25

80

22 | 13

SLP1DFO2N1B05

SLP1DFO2N3B05

0.35

25

130

22 | 13

SLP1DF02E1B05

SLP1DF02E3B05

0.35

25

25

120

22 | 13

SLP1DF02V1B05

SLP1DF02V3B05

0.35

25

80

22 | 13

SLP1DFO2N1B06

SLP1DFO2N3B06

0.35

130

22 | 13

SLP1DF02E1B06

SLP1DF02E3B06

0.35

25

120

22 | 13

SLP1DF02V1B06

SLP1DF02V3B06

0.35

25

80

22 | 13

SLP1DF02N1C05

SLP1DF02N3C05

0.46

130

22 | 13

SLP1DFO2E1C05

SLP1DFO2E3C05

0.46

25

120

22 | 13

SLP1DF0O2V1C05

SLP1DF02V3C05

0.46

25

80

22 | 13

SLP1DF02N1C06

SLP1DF02N3C06

0.46

130

22 | 13

SLP1DFO2E1C06

SLP1DFO2E3C06

0.46

25

120

22 | 13

SLP1DF02V1C06

SLP1DF02V3C06

0.46

25

80

22 | 13

SLP1DF02N1D05

SLP1DF02N3D05

0.43

130

22 | 13

SLP1DFO2E1D05

SLP1DFO2E3D05

0.43

25

120

22 | 13

SLP1DF02V1D05

SLP1DF02V3D05

0.43

25

80

22 | 13

SLP1DF02N1D06

SLP1DF02N3D06

0.43

130

22 | 13

SLP1DFO2E1D06

SLP1DFO2E3D06

0.43
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1509001:2000

SLP Small Series 2/2-way Direct Acting Solenoid Valve - Normllay Closed

@ The Professional Solenoid Valves Manufactory

1: 2/2 way normally closed , closed when de-energized ,
open when energized
2: Max pressure tolerance: 15 kgf/lem2
3: Ambient temp : 0~65T 2

4: Flow as the arrow ,mounts in any position ; best position is —

solenoid vertical and upright direction ¥

5: Only 3/8" connection size ,orifice3 and 4mm. can be s
widely used in the corresponding flow and pressure system ,
replace the same connection size but big orifice valve , can
save a lot of cost

6: Voltage : AC220V/230V/240V/110V/24V 50/60HZ
DC24V/12V

7:Seals : Can choose NBR. EPDM. VITON to fit to

control of different media;

Coils Type:N

Coils Type:D

Valve Selection List

i i i kaficm?® Power
Pipe cv Operating pressure Differential ( kgflem® ) consumption
Conn Factor Max.

-ection

VA | W Model Code

Follows Voltage
Air, Gas. |water,

AC | DC -
Hotwater. |liquid. |
Light oil i 220V| 24V 220VAC50/60HZ

DC AC

13

10

SLP1DF02N1C03

SLP1DF02N3C03

13

10

SLP1DF02E1C03

SLP1DF02E3C03

13

10

SLP1DF02V1C03

SLP1DF02V3C03

8

6

SLP1DF02N1C04

SLP1DF02N3C04

8

6

SLP1DF02E1C04

SLP1DF02E3C04

8

6

SLP1DF02V1C04

SLP1DF02V3C04

External Dimensions:

MM

N.W:0.34kgs
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Sanlixin Solenoid Valve

SLP Compact Series 2/2-Way Direct Acting Solenoid Valve - Normally Open

@The Professional Solenoid Valves Manufactory

: 2-Way normally open solenoid valve, Open when de-energized, Closed when energized.
: Serialized products, small in size, large flow rate, widely use
! Body material: forged brass.316 stainless steel.
4: Ambient Temp. 0°C~65°C, Fluids Temp 0°C~130°C.
2 Flow as the arrow, mounts in any position; Best position is B e i
solenoid vertical and upright direction. . Ce
: Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC;
Voltage Tolerance: +10% to -10% applicable voltage can fix Nass coil
7: This series valves are offered NBR. VITON. EPDM etc
For Seals and diaphragm to provide on-off control of various fluids.

AU A
BOdy:1 &3 BOdy:g &5

Normally open De-energized Energized
Open Closed

) =

Construction, External Dimensions Chart

®©3mm 1/8". 1/4"

®1~P3.5mm 1/8". 1/4"
Brass Body :9
Stainless Steel Body :5
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Valve Selection List

CE @

SLP Compact Series 2/2-Way Direct Acting Solenoid Valve - Normally Open

@ The Professional Solenoid Valves Manufactory

' . Operating pressure diferetial( katicm )
gé?-,?-, Orifice| CV Mk consumption ‘ Model Code Weight
-ection Max. | Coil Coil Follows Voltage are

Factor |Min.| Air | Water fluids e B 220VAC
Gas Iﬁtqmr Light o Temp. 8| ac | |
mm % 220V| 24V Body material: sl
Forged brass SS316
1 0040 30 | 30 | 25 80 D 22 | 13 F SLP2DF02N9A01 SLP2DF02N5A01 | 0.4
1 0040 30 | 30 130 | D 22 | 13 F SLP2DF02E9A01 SLP2DF02E5A01 | 0.4
1 [0.04| 0 30 | 30 | 25| 120 | D 22 | 13 F SLP2DF02V9A01 SLP2DF02V5A01 | 0.4
1.5|10.09| 0 20 | 20 | 15 80 D 22 | 13 F SLP2DF02N9AC2 SLP2DF02N5AC2 | 0.4
1.5|10.09| 0 20 | 20 130 | D 22 | 13 F SLP2DF02E9AC2 SLP2DF02E5AC2 | 0.4
1.5/ 0.09| 0 20 | 20 |15 | 120 | D 22 | 13 F SLP2DF02V9AC2 SLP2DF02V5AC2 | 0.4
251 02 |0 15 15 | 12 80 D 22 | 13 F SLP2DF02N9AC3 SLP2DF02N5AC3 | 0.4
25 0.2 |0 15 15 130 | D 22 | 13 F SLP2DF02E9AC3 SLP2DF02ES5AC3 | 0.4
. 251 02 |0 15 15 |12 | 120 | D 22 | 13 F SLP2DF02V9AC3 SLP2DF02V5AC3 | 0.4
L 3 /1025| 0 12 12 | 10 80 D 22 | 13 F SLP2DF02N9A03 SLP2DF02N5A03 | 0.4
3 /1025| 0 12 12 130 | D 22 | 13 F SLP2DF02E9A03 SLP2DF02E5A03 | 0.4
3 /10250 12 12 | 10 | 120 | D 22 | 13 F SLP2DF02V9A03 SLP2DF02V5A03 | 0.4
3 0.3 |0 6 6 80 D 22 | 13 F SLP2DF02N1A03 SLP2DF02N3A03 | 0.46
2 0.3 |0 6 6 130 | D 22 | 13 F SLP2DF02E1A03 SLP2DFO2E3A03 | 0.46
3 0.3 |0 6 6 120 | D 22 | 13 F SLP2DF02V1A03 SLP2DF02V3A03 | 0.46
4 0.4 |0 5 5 4 80 D 22 | 13 F SLP2DF02N9A04 SLP2DF02N5A04 | 0.39
4 04 |0 5 5 130 | D 22 | 13 F SLP2DF02E9A04 SLP2DF02E5A04 | 0.39
4 04 |0 5 5 4 120 | D 22 | 13 F SLP2DF02V9A04 SLP2DF02V5A04 | 0.39
1 [0.04| 0 30 | 30 | 25 80 D 22 | 13 F SLP2DF02N9B01 SLP2DF02N5B0O1 | 0.39
1 [0.04| 0 30 | 30 130 | D 22 | 13 F SLP2DF02E9B0O1 SLP2DF02E5B01 | 0.39
1 [0.04| 0 30 | 30 | 25| 120 | D 22 | 13 F SLP2DF02Vv9B01 SLP2DF02V5B01 | 0.39
1.5/ 0.09| 0 20 | 20 | 15 80 D 22 | 13 F SLP2DF02N9BC2 SLP2DF02N5BC2 | 0.39
1.5|10.09| 0 20 | 20 130 | D 22 | 13 F SLP2DF02E9BC2 SLP2DF02E5BC2 | 0.39
1.5/ 0.09| 0 20| 20 |15 | 120 | D 22 | 13 F SLP2DF02Vv9BC2 SLP2DF02V5BC2 | 0.39
25 0.2 |0 15 15 | 12 80 D 22 | 13 F SLP2DF02N9BC3 SLP2DF02N5BC3 | 0.39
251 02 |0 15 15 130 | D 22 | 13 F SLP2DF02E9BC3 SLP2DF02E5BC3 | 0.39
25 0.2 |0 15 15 |12 | 120 | D 22 | 13 F SLP2DF02V9BC3 SLP2DF02V5BC3 | 0.39
14" 1 '3 lo25(0 | 12|12 |10 | 80 | D | 22|13 | F | SLP2DF02N9B03 | SLP2DF02N5B03 | 0.39
3 /10250 12 12 130 | D 22 | 13 F SLP2DF02E9B03 SLP2DF02E5B03 | 0.39
3 /1025| 0 12 12 | 10 | 120 | D 22 | 13 F SLP2DF02V9B03 SLP2DF02V5B03 | 0.39
3 0.3 |0 6 6 80 D 22 | 13 F SLP2DF02N1B03 SLP2DF02N3B03 | 0.45
3 0.3 |0 6 6 130 | D 22 | 13 F SLP2DF02E1B03 SLP2DF02E3B03 | 0.45
3 0.3 |0 6 6 120 | D 22 | 13 F SLP2DF02V1B03 SLP2DF02V3B03 | 0.45
4 04 |0 5 5 4 80 D 22 | 13 F SLP2DF02N9B04 SLP2DF02N5B04 | 0.38
4 04 |0 5 5 130 | D 22 | 13 F SLP2DF02E9B04 SLP2DF02E5B04 | 0.38
4 04 |0 5 5 4 120 | D 22 | 13 F SLP2DF02V9B04 SLP2DF02V5B04 | 0.38
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Sanlixin Solenoid Valve

SLP Small Series 2/2-Way Pilot operated Solenoid Valve - Normally Closed

@The Professional Solenoid Valves Manufactory

: 2-Way normally closed solenoid valve, Closed when de-energized, open when energized.
: Serialized products, small in size, large flow rate, widely use
: Body material: forged brass.Orifice: ¢ 10.5mm.
4: Ambient Temp. 0°C~65°C, Fluids Temp: 0°C~130°C .Max allowable pressure 17 bar.
2 Flow as the arrow, mounts in any position; Best position is
solenoid vertical and upright direction.
2 Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC;
Voltage Tolerance: +10% to -10% applicable voltage
7: This series valves are offered NBR. VITON. EPDM etc
For Seals and diaphragm to provide on-off control of various fluids.

-

S

Valve Selection List

Operating pressure differential  ( kgf/cm?®)

Pipe |Orifice] CV | consumption

Conn Max. i Coil

-ection Model Code

Factor |Min. i Water i
Light oil

Hot water AC | DC
220V| 24V 220VAC

Class | Follows Voltage are

AC | DC

16 10
16 10
16 10
16 10
16 10
16 10
16 10
16 10
16 10

|SLP1DF02N1BC9
|SLP1DF02E1BCY9
|SLP1DF02V1BCY9
|SLP1DF02N1CC9
|SLP1DF02E1CC9
%SLP1DF02V1CCQ
;SLP1DF02N1DC9
|SLP1DF02E1DC9
|SLP1DF02V1DC9

ololele|ololole]e
OO0 |0O(D|O0|0 |0
MMM MM M MM MMM
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1509001:2000

SLP Small Series 2/2-Way Pilot operated Solenoid Valve - Normally Closed

@ The Professional Solenoid Valves Manufactory

. 2-Way Normally closed solenoid valve,closed when de-energized,
open when energized.
. Serialized produvts,small in size,large flow rate,widely use
. Body material: SS316 Orifice: ®8mm
.Ambient Temp 0C~65C Fluids Temp.: 0C~130°C
. Flows as the arrow, mounts in any position; best position is solenoid
valve vertical and upright direction.
6. Voltage:AC24V/110V/220V/230V/240V 50/60HZ DC24V/12V Voltage
Tolerance:+10%~-10% applicable voltage
7. This series valves are offered NBR,VITON,EPDM Etc, For seals and
diaphragm to provide on/off control of various fluids.

Construction, External Dimensions Chart

T

Valve Selection List

Pipe |Orifice| CV Operating pressure differential  ( kgf/cm®)

Conn Max. . | Coil

-ection ]
VA W Model Code

Type | Follows Voltage are
AC | DC
220V| 24V 220VAC

consumption

Light oil

SLP1DF02ZN3BC9
SLP1DF02E3BCY
SLP1DF02V3BC9
SLP1DF02N3CC9
SLP1DF02E3CC9
SLP1DF02V3CC9
SLP1DF02N3DC9
SLP1DFO02E3DC9
SLP1DF02V3DC9

o |Co(Co |Co|Co |Co|CO |Co|Co
MR (R RN NN NN
olo(o|jlo|lo|locojoc |l |C
O|0D|0O|0|0 |00 |00
MiMAMAIMMIMIM|IM|M
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Sanlixin Solenoid Valve

SLP Small Series 2/2-way Direct Acting Solenoid Valve - NormallyClosed

@The Professional Solenoid Valves Manufactory

2-Way normally closed solenoid valve, Closed when de-energized, open when energized.

Serialized products, small in size, large flow rate, widely use

Body material: forged brass.Orifice: ¢ 10.5mm.

Ambient Temp. 0°C~65°C, Fluids Temp: 0°C~130°C .

Flow as the arrow, mounts in any position; Best position is Sanlixin
solenoid vertical and upright direction. L &€
Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC;

\oltage Tolerance: +10% to -10% applicable voltage

This series valves are offered NBR. VITON. EPDM etc

For Seals and diaphragm to provide on-off control of various fluids.

Construction, External Dimensions Chart

N
|||
L

F

=>

Valve Selection List
Operating pressure differential ( kgf/cm?)

Pipe |Orifice] CV
Conn Max.

-ection Model Code
Water VA W

consumption

. . Follows Voltage are
Light oil
Hot water AC | DC

220V| 24V 220VAC

AC | DC

16 10
16 10
16 10
16 10
16 10
16 10
16 10
16 10
16 10

SLP1DF02N1B10
SLP1DFO2E1B10
SLP1DF02V1B10
SLP1DF02N1C10
SLP1DF02E1C10
SLP1DF02V1C10
SLP1DF02N1D10
SLP1DFO02E1D10
SLP1DF02V1D10

o|lo|lo|o|lo|o|o|o|o
0O|0|0 |0 |0 |0 |0|0 |0
MMM |M MM | M| ™| M
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1509001:2000

SLP Small Series 2/2-way Direct Acting Solenoid Valve - NormallyClosed

@ The Professional Solenoid Valves Manufactory

1. 2-Way Normally closed solenoid valve,closed when de-energized,
open when energized.

2. Serialized produvts,small in size,large flow rate,widely use

3. Body material: SS316 Orifice: ®8mm

4. Ambient Temp 0°C~65C Fluids Temp.: 0C~130°C

5. Flows as the arrow, mounts in any position; best position
is solenoid valve vertical and upright direction.

6. Voltage:AC24V/110V/220V/230V/240V 50/60HZ
DC24V/12V Voltage Tolerance:+10%~-10% applicable voltage

7. This series valves are offered NBR,VITON,EPDM Etc, For seals

and diaphragm to provide on/off control of various fluids.

Construction & External Dimensions Chart

Valve Selection List

Pipe |Orifice| CV Operating pressure differential  ( kgf/cm®) consumption
Conn Max. : Coil

-ection _ VA W Model Code
Water _| Class | Follows Voltage
Light oil AC | DC
220V| 24V 220VAC

Hot water

AC | DC

16 10
16 10
16 10
16 10
16 10
16 10
16 10
16 10
16 10

SLP1DF02N3B10
SLP1DF02E3B10
| SLP1DF02V3B10
| SLP1DF02N3C10
| SLP1DF02E3C10
| SLP1DF02V3C10
| SLP1DF02N3D10
SLP1DF02E3D10
| SLP1DF02V3D10

co |0 oo || || ||
NN NN
o|lo|lo|lo|lo|o|o|o|o
o000 |0 |0|0(0|0|0
m|iAm|MmM|MmM|M|M[(M[M|TN
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Sanlixin Solenoid Valve

SLP 2/2-Way Large diameter Pilot Operated Solenoid Valve - Normally Closed

@The Professional Solenoid Valves Manufactory

: 2-Way normally closed solenoid valve, Closed when de-energized, open when energized.
¢ Serialized products, small in size, large flow rate, widely use
+ Body material: forged brass.Orifice: & 13~15mm.
: Ambient Temp. 0°C~65°C, Fluids Temp: 0°C~130°C, Max allowable pressure 20 bar.
: Flow as the arrow, mounts in any position; Best position is
solenoid vertical and upright direction.
: Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC;
Voltage Tolerance: +10% to -10% applicable voltage
't This series valves are offered NBR, VITON, EPDM etc

For Seals and diaphragm to provide on-off control of various fluids.
: Can fix expolsion-proof coil

Normally closed De-energized Energized
Open Closed

-

o

~—
nfa\s

A

Construction, External Dimensions Chart

Flow Chart

SLP-10 SLP-20 SLP-35
SLP-15 SLP-25 SLP-40
Water

Pressure
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SLP 2/2-Way Large diameter Pilot Operated Solenoid Valve - Normally Closed

CE @

1509001:2000

@ The Professional Solenoid Valves Manufactory

Valve Selection List

Operating pressure differential
Pipe |Orifice| CV (kgficm?) Power External Weiaht Model Code
Conn T consumption Dimensions 9 Follows Voltage
—ection Factor Max. | Coil Coil are
Min. | Air | " |Light oi| Fluids W | 0 Length x Width
et < Temp.| Type Class| Height 220VAC
Gas 20CST]
Liquids 220 | 24 AxBxH KG 50/60HZ
13 | 45| 05| 16 16 13 80 D 22 13 F 66<48x<107 | 0.8 |SLP1DF02N1C13
n
3/ 13 | 45| 05| 16 16 130 D 22 13 F 66<48x107 | 0.8 | SLP1DF02E1C13
13 | 45| 05| 16 16 13 | 120 D 22 13 F 66<48x107 | 0.8 |SLP1DF02V1C13
13 | 45| 05| 16 16 13 80 D 22 13 F 66<48x<107 | 0.7 |SLP1DF02N1D13
1,}' n
13 45 | 0.5 16 16 130 D 22 13 F 66<48x107 | 0.7 | SLP1DF0O2E1D13
13 | 45| 05| 16 16 13 | 120 D 22 13 F 66<48x107 | 0.7 | SLP1DF02v1D13
20 | 76 | 05| 16 16 13 80 D 22 13 F 75X58x112 | 0.9 | SLP1DF02N1E20
34" 20 | 76| 05| 16 | 16 130 | D | 22 | 13 | F | 75x58x 112 | 0.9 |SLP1DFO2E1E20
20 | 76 | 0.5 | 16 16 13 | 120 D 22 13 F 75x58x 112 | 0.9 | SLP1DF02V1E20
25 12 | 05| 16 16 13 80 D 22 13 F 96X70x131 | 1.4 |SLP1DF02N1G25
1 n
25 12 | 05| 16 16 130 D 22 13 F 96X70x131| 1.4 |SLP1DF02E1G25
25 12 | 0.5 | 16 16 13 | 120 D 22 13 F 96xX70x131 | 1.4 |SLP1DF02V1G25
35 22 | 05| 16 16 13 80 D 22 13 F | 131X96x146| 2.8 |SLP1DF02N1H35
11/4"
35 22 | 05| 16 16 130 D 22 13 F | 131X96x146| 2.8 | SLP1DF02E1H35
35 22 | 05| 16 16 13 | 120 D 22 13 F | 131xX96x146| 2.8 | SLP1DF02V1H35
40 30 | 05| 16 16 13 80 D 22 13 F | 131X96x146| 2.7 | SLP1DF02N1J40
112" 40 30 | 05| 16 16 130 D 22 13 F | 131xX96x146| 2.7 | SLP1DF02E1J40
40 30 | 05| 16 16 13 | 120 D 22 13 F | 131xX96x146| 2.7 | SLP1DF02V1J40
50 48 | 0.5 | 16 16 13 80 D 22 13 F |165x120x167| 4.8 | SLP1DF02N1K50
2" | 50 | 48 | 05| 16 | 16 130 | D | 22 | 13 F |165x120x167| 4.8 | SLP1DF02E1K50
50 48 | 0.5 | 16 16 13 | 120 D 22 13 F |165x120x167| 4.8 | SLP1DF02V1K50

www.solenoidvalve.cn sanlixin@solenoidvalve.cn




Sanlixin Solenoid Valve

SLP 2i2-Way Large diameter Pilot Operated Solenoid Valve - Normally Closed

@The Professional Solenoid Valves Manufactory

1 2-Way normally closed solenoid valve, Closed when de-energized, open when energized.

: Body material: 316 stainless steel

: Max. Allowable pressure 20kgficm’;  Ambient Temp. 0°C~65°C

: Serialized products, small in size, large flow rate, widely use

2 Flow as the arrow, mounts in any position; Best position is Solenoid vertical and upright direction.

: Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC; -
\oltage Tolerance: +10% to -10% applicable voltage

z Coil can fix Germany Nass Coil, for orifice under DN25 only.

: This series valves are offered NBR. VITON. EPDM etc
for Seals and diaphragm to provide on-off control of various fluids.

————

Valve Selection List

Operating pressure differential
Pipe |Orifice| CV ( kgffem?) Power External Model Code
Conn Mot consumption Dimensions Follows Voltage
-ection Max. Are

Water | ot oi| Fluids VA | W Length x Width
Hot water| < Temp. x Height 220VAC

Liquids £HEST 24 AxBxH 50/60HZ

\"

16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16

6648 X107 SLP1DF02N3C13
66 <48 X107 SLP1DF02E3C13
66 <48 X107 SLP1DF02V3C13
66 <48 X107 .7 | SLP1DF02N3D13
66X 48 X107 .7 | SLP1DF02E3D13
66X 48 X107 .7 | SLP1DF02V3D13
75X 58X 112 .9 | SLP1DF02N3E20
75X 58x112 .9 | SLP1DF02E3E20
75X 58x112 .9 | SLP1DF02V3E20
96 X 70X 131 .3 | SLP1DF02N3G25
96 X 70X 131 .3 | SLP1DF02E3G25
96 X 70X 131 .3 | SLP1DF02V3G25
13196 X 146 .6 | SLP1DF02N3H35
131X 96X 146 . SLP1DF02E3H35
131X 96X 146 : SLP1DF02V3H35
13196 X 146 : SLP1DF02N3J40
13196 X 146 ; SLP1DF02E3J40
131X 96X 146 : SLP1DF02V3J40
165X120 X 167 4. SLP1DF02N3K50
165X120 X 167 4. SLP1DF02E3K50
165120 X167 4. SLP1DF02V3K50

13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13
13

o©o|oo|o|0|0|0|0|0|0|0|0|0|0|0|0|0|0|0|0
mmMmmmM M@ MM MMM Mm|mm|m|m|{m|m|m|m|m
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CE i

SLP 2/2-Way Large diameter Pilot Operated Solenoid Valve - Normally Closed

@ The Professional Solenoid Valves Manufactory

Valve Selection List (Flange Connection)

Operating pressure differential ( kaffcm®) ; Power
G Max. consumption Model Code
Max. 5 Follows Voltage

Air Water VA | W are

Light oil
G Hfi‘qu,':’ e Temp. AC | DC 220VAC

220 24

i ac | oc | ac | oc | ac | bc ¥ v 50/60HZ

25 12 0.5 16 16 16 16 13 13 80
25 12 0.5 16 16 16 16 120
25 12 0.5 16 16 16 16 13 13 120
35 22 0.5 16 16 16 16 13 13 80
35 22 0.5 16 16 16 16 120
35 22 0.5 16 16 16 16 13 13 120
40 30 0.5 16 16 16 16 13 13 80
40 30 0.5 16 16 16 16 120
40 30 0.5 16 16 16 16 13 13 120
50 48 0.5 16 16 16 16 13 13 80
50 48 0.5 16 16 16 16 120
50 48 0.5 16 16 16 16 13 120
65 52 0.5 12 10 12 10 6 80
65 52 0.5 12 10 12 10 120
65 52 0.5 12 10 12 10 8 6 120
80 80 0.5 12 10 12 10 8 6 80
80 80 0.5 12 10 12 10 120
80 80 0.5 12 10 12 10 8 6 120
100 128 | 05 12 10 12 10 8 6 80
100 128 | 05 12 10 12 10 120
100 128 | 05 12 10 12 10 120

=
B

22 13 : SLP1DFO2N3F25
22 13 ; SLP1DF0O2E3F25
22 13 : SLP1DF02V3F25
22 13 5 SLP1DFO2N3F35
22 13 5 SLP1DF0O2E3F35
22 13 5 SLP1DF02V3F35
22 13 . SLP1DFO2N3F40
22 13 B SLP1DF0O2E3F40
22 13 ; SLP1DF02V3F40
22 13 : SLP1DFO2N3F50
22 13 : SLP1DF0O2E3F50
22 13 . SLP1DF02V3F50
33 20 SLP1DF0O2N3F65
33 20 SLP1DF02E3F65
33 20 SLP1DF02V3F65
33 20 SLP1DFO2N3F80
33 20 SLP1DFO2E3F80
33 20 SLP1DF02V3F80
33 20 SLP1DF0O2N3F100
33 20 SLP1DFO2E3F100
33 20 SLP1DF02V3F100

0o/ 0|0|0|0|0|0|0|0|0|0|0D|0O|(0|0|0|0 |0 |0 |0 |0

Construction, External Dimensions Chart

Wlwlwipmimim| O
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Sanlixin Solenoid Valve

SLP 2/2-Way Large diameter Pilot Operated Solenoid Valve - Normally Closed

@The Professional Solenoid Valves Manufactory

Components Chart

14 -

13 =

10
b

11

Cover
. 3 I For Earth
_seat |
8 —
. Power
Electric wiring chart

7 g Code Components

01 Valve Body

02 Diaphragm

03 Diaphragm Spring

04 Valve Cover

05 Bolts

06 Plunger Assembly
4 07 Plunger Spring

08 ORing #21>1.5
3 09 Plunger Tube Assembly
2 10 Coil
1 1 Plug

12 Gasket

13 Locknut
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S L P 2/2-Way Large diameter Pilot Operated Solenoid Valve + Normally Open

@ The Professional Solenoid Valves Manufactory

1: 2-Way normally open solenoid valve;
Open when de-energized, closed when energized.

2: Body material: brass

3: Max. Allowable pressure 16kgficm’; Ambient Temp. 0TC~65T

4: Serialized products, small in size, large flow rate, widely use.

5: Flow as the arrow, mounts in any position; Best position is
Solenoid vertical and upright direction.

6: Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC;
Voltage Tolerance: +10% to -10% applicable voltage.

7: This series valves are offered NBR, VITON, EPDM etc for

Seals and diaphragm to provide on-off control of various fluids.

Normally Open De-energized Energized
Open Closed

» -

Construction, External Dimensions Chart
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Sanlixin Solenoid Valve

S L P 2/2-Way Large diameter Pilot Operated Solenoid Valve + Normally Open

@The Professional Solenoid Valves Manufactory

Valve Selection List

Operating pressure diﬂerenﬁaﬂ
Pipe |Orifice] CV (kgflem? ) Power External Weiaht| _ Model Code
Conn Max. consumption Dimensions 9% Follows Voltage
—ection Factor Max. | Coil Coil are
Min. | Air | "% |Light on| Fluids WA W Length x Width
Gag [Hotvated < Temp.| Type Class| x Height 220VAC
as 20CSTI AC | DC
Linids 220 | 24 AxBxH | KG 50/60HZ
mm v \%
13 | 45| 05|13 | 13| 8 | 80| D | 20 | 20 | F | 66x48x124 | 0.9 |SLP2DF02N1C13
n
3/ 13 | 45| 05| 13 | 13 120 D | 20 | 20 | F | 66x48x124 | 0.9 | SLP2DF02E1C13
13 | 45| 05|13 | 13| 8 | 120 D | 20 | 20 | F | 66x48x124 | 09 |SLP2DF0O2viC13
13 | 45| 05|13 | 13| 8 | 80| D | 20 | 20 | F | 66x48x124 | 09 |SLP2DF02N1D13
1; n
13| 45| 05| 13 | 13 120 D | 20 | 20 | F | 66x48x124 | 0.9 | SLP2DF02E1D13
13 | 45| 05|13 | 13| 8 |120] D | 20 | 20 | F | 66x48x124 | 0.9 |SLP2DF02v1D13
20 76| 05|13 | 13| 8 | 80| D | 20 | 20 | F | 75x58%x130 | 1.1 | SLP2DFO2N1E20
34" 20 | 76| 05| 13 | 13 120 D | 20 | 20 | F | 75x58%130 | 1.1 | SLP2DFO2E1E20
20| 76| 05|13 | 13| 8 | 120 D | 20 | 20 | F | 75x58%130 | 1.1 | SLP2DFO2V1E20
25| 12| 05|13 | 13| 8 | 80| D | 20 | 20 | F | 96x70x143 | 1.6 |SLP2DFO2N1G25
1" | 25 | 12 | 05| 13 | 13 120 D | 20 | 20 | F | 96x70x143 | 1.6 | SLP2DF02E1G25
25| 12| 05|13 | 13| 8 | 120 D | 20 | 20 | F | 96x70x143 | 1.6 | SLP2DF02V1G25
35| 22| 05| 8 8| 8 |8 | D| 20| 20| F |131x9x158| 3 |SLP2DF02N1H35
14" 35 | 22 | 05| 8 8 1201 D | 20 | 20 F |131x96x158 | 3 | SLP2DF02E1H35
35| 22| 05| 8 8 | 8 |120] D | 20 | 20 | F |131x96x158| 3 |SLP2DF02V1H35
40 | 30 | 05| 8 8 | 8 |8 | D| 20| 20| F |131x9x158| 2.8 | SLP2DF02N1J40
12" 40| 30 | 05| 8 8 120 D | 20 | 20 | F |[131x96x158| 2.8 | SLP2DF02E1J40
40 | 30 | 05| 8 8 | 8 |120] D | 20 | 20 | F |131x96x158| 2.8 | SLP2DF02V1J40
50 | 48 | 05| 8 8 | 8 | 8 | D | 20| 20 | F [165%120x179| 4.2 | SLP2DF02N1K50
2" | 50 | 48 | 05| 8 8 120 D | 20 | 20 | F |165%120%179| 4.2 | SLP2DF0O2E1K50
50 | 48 | 05| 8 8 | 8 | 120 D | 20 | 20 | F [165%x120x179| 4.2 | SLP2DF02V1K50
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S L P 2/2-Way Large diameter Pilot Operated Solenoid Valve - Normally Open

@ The Professional Solenoid Valves Manufactory

: 2-Way normally open solenoid valve; Open when de-energized, closed when energized.

: Body material: 316 stainless steel

: Max. Allowable pressure 12kgficm®; Ambient Temp. 0C~65T

: Serialized products, small in size, large flow rate, widely use.

: Flow as the arrow, mounts in any position; Best position is
Solenoid vertical and upright direction. & saniiill

: Voltage: 220VAC/230VAC/240VAC/110VAC/24VAC 50/60HZ 24VDC/12VDC; i
Voltage Tolerance: +10% to -10% applicable voltage.

: This series valves are offered NBR. VITON. EPDM etc for
Seals and diaphragm to provide on-off control of various fluids.

Valve Selection List (Female connection)

Operating pressure differential
Pipe |Orifice| CV ( kgifom?) Power External Model Code
Conn _— consumption Dimensions Follows Voltage
-ection Max. i are

Water Fluids VA | W Length x Width

Light oil
Temp. x Height 220VAC

Hot water| <
20CST AC | DC

Liquids 24 AxBxH 50/60HZ
\" \"
20 | 20|
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20
20 20

13
13
13
13
13
13
13
13
13
13
13
13

| 66x48x124 | 'SLP2DF02N3C13
66X 48 X 124 SLP2DFO02E3C13
66X 48 X 124 SLP2DF02V3C13
66X 48x124 | 0.9 |SLP2DFO2N3D13
66X 48x124 | 0.9 |SLP2DFO2E3D13
66X 48X 124 | 0.9 |SLP2DF02V3D13
75X58x130 | 1.1 | SLP2DFO2N3E20
75X58X130 | 1.1 | SLP2DFO2E3E20
75X58X130 | 1.1 | SLP2DFO2V3E20
96X70X143 | 1.5 | SLP2DF02N3G25
96X70x143 | 1.5 | SLP2DF02E3G25
96X70x143 | 1.5 | SLP2DF02V3G25
131X96X 158 | 2.8 | SLP2DFO2N3H35
131X96X158| 2.8 | SLP2DFO2E3H35
131X96X 158 | 2.8 | SLP2DFO2V3H35
131X96X158| 2.7 | SLP2DFO2N3J40
131X96X158| 2.7 | SLP2DFO2E3J40
131X96X 158 | 2.7 | SLP2DF02V3J40
165X120X179| 4.6 | SLP2DFO2N3K50
165X120X179| 4.6 | SLP2DFO2E3K50
165%120X179| 4.6 | SLP2DF02V3K50

o

o |0 |0 |0 |0 |0 |0 |0 |00 |0 |0|0|0|0(0|0|0|0|0|0
MMM MmMmMmmMm MMM MMMAMMMMM MMM

Co |Co |Co |00 |00 |00 |00 (0o (OO
Co (0o |Co |00 |00 |00 |Co (OO
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Sanlixin Solenoid Valve

S L P 2i2-Way Large diameter Pilot Operated Solenoid Valve - Normally Open

@The Professional Solenoid Valves Manufactory

Valve Selection List (Flange connection)

cvVv pealy pesare drﬁehr:r;hi:f e Coil Eoor::?;rmplion Model Code
. Max. 3 Weight Follows Voltage
Orfioe Factor| Min At H;tM fvt::er Light oil Fiuids |-=25° AL =
acr . Gas Liquids ? Temp. | Type ,?2% 32 KG 220VAC
mim ac | bc | ac | bc | ac | bc v v 50/60HZ
25 12 0.5 13 13 13 13 8 8 80 D 20 20 29 SLP2DF02N3F25
25 12 0.5 13 13 13 13 120 D 20 20 29 SLP2DF02E3F25
25 12 0.5 13 13 13 13 120 D 20 20 29 SLP2DF02V3F25
35 22 0.5 8 8 8 8 80 D 20 20 5.2 SLP2DF02N3F35
35 22 0.5 8 8 8 8 120 D 20 20 52 SLP2DF02E3F35
35 22 0.5 8 8 8 8 120 D 20 20 5.2 SLP2DF02V3F35
40 30 0.5 8 8 8 8 80 D 20 20 55 SLP2ZDF02N3F40
40 30 0.5 8 8 8 8 120 D 20 20 55 SLP2DF02E3F40
40 30 0.5 8 8 8 8 120 D 20 20 55 SLP2DF02V3F40
50 48 0.5 8 8 8 8 80 D 20 20 8.1 SLP2DF02N3F50
50 48 0.5 8 8 8 8 120 D 20 20 8.1 SLP2DF02N3F50
50 48 0.5 8 8 8 8 8 8 120 D 20 20 8.1 SLP2DF02N3F50

Construction, External Dimensions Chart

i T
ow |1l C . wa
Ccl Jd.c
B B
A

A B C ®D OE OF DG H
SLP-25BH 134 13 2 110 58 4-14 85 172
SLP-32BH 160 15 2 135 74 4-18 100 187
SLP-40BH 160 15 2 145 84 4-18 110 192
SLP-50BH 200 16 2 160 88 4-18 125 219
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SLP Series Coil parameters tables

@ The Professional Solenoid Valves Manufactory

SLP Series Coils Characteristics List

Power consumption )
Coils Suitable
Val
Violteps 50HZ VA 60HZ VA DC e
Model Code Model
Inrush Holding Inrush Holding W
D04-3101 AC220V 55 22 55 18
N04-3101 _—
Normally
D04-3102 AC110V 55 22 55 18 Closed
Series
N04-3102
D04-3104 AC24V 45 18 45 15
SLP
NO04-3104 micro
Normally
D04-3106 DC24V 13 Open
Series
D04-3107 13
DC12Vv
N04-3107
D01-4101
AC220V 82 20 82 20
NO01-4101
D01-4102 AC110V
82 28 82 28
NO01-4102 SLP
Normally
Open
D03-5101 &
DC24V 20 Series
N03-5101
D03-5102
DC12Vv 28.5
N03-5102
N03-5102 AC220V 82 33 82 28 BSOS
SLP
Normally
N03-5102 DC24V 20 Closed
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